
Main Specification
Input Connectors

SDI BNC  type x 1

HDMI Type A (19 pins) x 1

Analog Audio TRS phone type (balanced) x 1 pair (L/R)

Digital Audio
TRS phone type x 1  
(combination use with analog audio R-channel)

Output Connectors

SDI BNC type x 1

HDMI Type A (19 pins) x 1

Analog Audio TRS phone type (balanced) x 1 pair (L/R)

Digital Audio
TRS phone type x 1
(combination use with analog audio R-channel)

Other Connectors

Reference BNC type x 1

USB Type B (Hi-Speed USB) x 1

Signal Standards

SDI SMPTE 424M (SMPTE 425M-AB), SMPTE 292M, SMPTE 259M-C

Reference Black Burst, bi-level/tri-level

Signal Level/Impedance

Analog Audio

Nominal Input Level +4 dBu

Maximum Input Level +24 dBu

Input Impedance 150 k ohms

Output Impedance 600 ohms

Digital Audio Input/Output Impedance 110 ohms

Reference Input Impedance 75 ohms



Others

Power Supply DC 9V (AC Adaptor)

Power Consumption 8W

Dimensions
150 (W) x 130 (D) x 30 (H) mm
5-15/16 (W) x 5-1/8 (D) x 1-3/16 (H) inches

Weight
500 g
1 lb 2 oz (excluding AC adaptor)

Operation Temperature
+0 -- +40 degrees Celsius
 +41 -- +104 degrees Fahrenheit

Accessories AC adaptor, Power Cord, Rubber Foot (four), Owner’s Manual

* In the interest of product improvement, the specifications and/or appearance of this unit are 
subject to change without prior notice.

About Remote Control
You can operate the VC-1-DL by remote control from a computer on which 
dedicated software (VC-1 RCS) is installed and set up. You can download the 
dedicated software from the following Roland website. 
http://www.rolandsystemsgroup.net/


